




















DIVISION 2 — SITE CONSTRUCTION

Section

02050 DEMOLITION

02100 SITE PREPARATION

02210 FINISH GRADING

02220 EXCAVATION, TRENCHING AND BACKFILLING

02310 STEEL SHEET PILE

02510 AGGREGATE SURFACE DRIVEWAYS AND PARKING AREAS
02720 STORM SEWER SYSTEM

02910 RESTORATION AND CLEANUP

DIVISION 3 — CONCRETE
Section
03300 CONCRETE WORK

DIVISION 6 — WOOD & CARPENTRY WORK

Section
06100 WOOD & CARPENTRY WORK
ATTACHMENTS

GEOTECHNICAL INFORMATION (Prepared by SME, 9/2/2004)
TRAFFIC MAINTENANCE AND CONTROL

MDOT SPECIAL PROVISION FOR TURBIDITY CURTAIN

MDNR SPECIFICATIONS FOR PRECAST CONCRETE PLANKS
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Any new or existing signs damaged by the Contractor shall be replaced in kind by him at no
additional cost to the Owner.

Lane Closures and Detours

Any lane closers or detours shall be approved by the Owner and the appropriate governing agency,
and shall meet their specifications and standards as well as those of the MMUTCD. Where there
are conflicts, the more restrictive requirement shall apply. If any type of closure is to occur during
twilight or darkness, proper lighting will be required.

Construction Signs and Barricades

Warning signs and barricade configurations shall meet the requirements of the MMUTCD, the
Owner, Cheboygan County Road Commission, and the Michigan Department of Transportation.

The Contractor shall not begin any operation on the project until all required signs and barricades
have been set.

All signs to be used during twilight or darkness shall be reflectorized, in good condition, with two
continuous flashing lights.

The construction site shall at all times be maintained and left in a clean, neat, and safe condition,
including any construction signing.
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